TECHNICAL SPECIFICATIONS  BIOLOGICAL SAFETY CABINET  
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	No
	Minimum Specifications
	Priority
	Bidder’s Response

	
	
	
	
	Variations ( If any)

	
	
	
	
	

	1
	The unit shall operate on mains power supply of 230V± 10%, 50 Hz.
	c
	
	

	2
	The system shall be 1.2 m model with work zone not less than 1000x500x600 mm(LxWxH) 
	
	
	

	3. 
	Shall include a support stand
	
	
	

	4
	Main structure including side wall panels shall be made of electro galvanized steel with white oven baked epoxy powder coated finish. Interior shall be made of stainless steel and be free of crevices and joints . A single piece tray is preferred. 
	
	
	

	5.
	The front of the unit shall have a sliding glass window of laminated safety glass. 
	
	
	

	6
	The safety cabinet design shall comply with performance criteria of international standards ( NSF 49:2002, EN12469:200, BS3928 etc)
	
	
	

	7
	The system shall be provided with two ( exhaust and downflow) HEFA or ULPA filters.
	
	
	

	8
	There shall be audible and visual alarms to indicate the malfunctioning of the unit
	
	
	

	9
	Light intensity inside  the  working chamber shall not be less than1100 Lux
	
	
	

	10. 
	The system shall have UV light retrofit,UV Lamp,UV timer   to control decontamination cycle. 
	
	
	

	11.
	The system shall be supplied with

1. Foot Operated Burner 

2. Formalin vaporizer
3. Electric socket,
4. Vacuum outlet
5. Oxygen nozzle
6. Compressed air nozzle
7. Gauge to monitor fan system
8. Gas tap with solenoid valve
9. User friendly mechanism for window open/close

	
	
	

	12
	The unit cost of all accessories required for operation of the  system but not provided with the basic system should be quoted in the offer.
	
	
	

	13
	The system shall be supplied with UNINTERUPTED POWER SUPPLY (UPS) and price of UPS shall be indicated 
	
	
	

	14
	Your offer must address specifically and individually the specifications given above by providing original printed, illustrated technical literature (Highlighting the vital points) to substantiate conformity with the same.


	
	
	


	15
	The equipment shall be warranted for a period of not less than 12 calendar month from the date of successful commissioning on full parts& labour basis. Such a warranty shall also include servicing and preventive maintenance during the period of validity. Tenderers must specify in detail the means available to them to implement such a warranty.


	
	
	

	16
	   The supplier must quote for a service conract on full spare parts & labour basis for 5 years after the expiry date of the warranty with valid price for the essential spares, especially HEPA filters for the 3 years period.


	
	
	

	17
	The equipment model offered in this tender shall be registered at the Director Medical Technology and Supplies/Drug Regulatory and the certificate shall submit with the offer. Bids without such certificate shall be rejected

	
	
	


   C- Critical requirements

