Technical Specification for ECG Machine-3 Channel
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	Purchaser’s Requirements


	Bidder’s Offer

	
	
	Priority
	Conformity
	Remarks

	
	
	
	Yes
	No
	

	1
	The unit shall operate on mains power supply of 230V±10%, 50 Hz and on rechargeable battery.

	C
	
	
	

	2
	The unit shall be portable three channel electrocardiograph functioning on the standard limb and chest lead configurations and shall be robustly built suitable for working in a tropical climate.

	C
	
	
	

	3
	The ECG recorder shall have the following characteristics.

a) Graphical display        -   4” LCD

b) Leads


-  standard 12 leads

c) Input Impedance
-  more than 100 M(
d) Sensitivity

-  5, 10, 20 mm/mV ±10%,

e) Time Constant

-  approx. 3.2 sec.

f) Frequency Response
-  0.05 to 75 Hz(-3db)
g) Discrimination

-  not less than 100 dB

h) Leakage Current
-  less than 10 (A

i) Standardisation Volt.
-  1 mV

j) Recording Speed
-  25, 50 mm/sec.


	C
	
	
	

	4
	The unit shall have the facility to operate in both Automatic and Manual modes.

	C
	
	
	

	5
	Thermal printer type recording system shall be possible by the unit.

	C
	
	
	

	6
	Each unit shall be supplied with following quantities of the accessories.

a) Power Cable


-  01 No.

b) Ground Cable

            -  01 No.

c) Patient Cable

            -  02 Nos.

d) Clip Electrode

            -  08 Nos.

e) Chest Electrode

-  12 Nos.

f) Paper Roll                       
-  25 Nos.A4 size preferably
g) Operating Manual

-  01 No.
	C
	
	
	

	7
	The unit price of each and every accessory mentioned above shall be indicated separately in the proforma invoice.
	C
	
	
	

	8
	Operation & service manuals in English shall be supplied together with the each equipment.
	
	
	
	

	9
	Fully graphic, illustrated original technical literature in ENGLISH describing the equipment offered & detailing the specifications shall be supplied with the offer.
	C
	
	
	

	10
	The manufacturer must have ISO 9001 certification and the product offered shall meet all the international electrical safety and quality standards of EC directive 93/42/EEC and IEC/EN 60601 series
	C
	
	
	

	11
	A sample machine shall be supplied for evaluation within two weeks after notification.
	
	
	
	

	12
	The equipment offered shall be warranted on a full parts and labour basis against any manufacturing defect for a period of not less than 12 months from the date of installation 
	C
	
	
	


Make & Model

: …………………………………………….

Country of Manufacture 
:……………………………………………..

Relevant catalogues & technical information attached 


Information given under “Bidder’s offer “is true & correct


Bidder’s Name , Signature & Date
: …………………………………………….

Company seal 

: …………………………………………….
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